
Compact Taper
The efficient way of closing cartons with tape

Adhesive TeChnology



Compact Taper

The  Compact Taper is a carton closing machine, which uses PP or PvC tape. The Compact Taper has to be adjusted 
manually or automatically (dependent on type) at the width and hight of the box. After the box has been fed 
manually or automatically (dependent on type), the bottom and/or top is closed. 

Cyklop UK limited
Unit 2, generation Business Park
Barford Road
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 type:   CT 103 sd
  name:  automatic carton closing machine, with side drive
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 110-500 x 120-500 x min. 120 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

 type:   CT 103 sds
  name:  automatic carton closing machine, with side drive, stainless steel
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 110-500 x 120-500 x min. 120 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

  type:   CT 103 TB
  name:  automatic carton closing machine, with top/bottom drive
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 150-500 x 120-500 x min. 120 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

  type:   CT 103 sdT
  name:  automatic carton closing machine, with side and top drive
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 180-500 x 120-700 x min. 120 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

 type:   CT 103 sdh
  name:  automatic carton closing machine, for narrow high boxes 
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 90-500 x 120-500 x min. 120 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

 type:   CT 103 sdBl
  name:  automatic carton closing machine, for low boxes
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 110-500 x 75-500 x min. 120 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

  type:   CT 105 sdR
  name:  fully automatic carton closing machine, with side drive, autom. adaption to width/ height
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 110-600 x 120-600 x min. 120 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

  type:   CT 105 TBR
  name:  fully automatic carton closing machine, with top/bottom drive, autom. adaption to width/ height
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 150-500 x 130-500 x min. 120 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

  type:   CT 108 sdF
  name:  fully automatic carton closing machine, with side drive, man. adaption to width/height and flap device
  tape:  PP, PvC width 25, 50, 75 mm, rolldiameter max. 350 mm
  capacity:  (W x h x l) 110-500 x 120-500 x 120-610 mm, weight 1-50 kg
  belt speed: 23 mtr/min.

options:   
 • infeed roller table
 • outfeed roller table
 • safety guard
 • Box separator

       Technical data: 
                          • supply:                   100/ 110/ 220/ 230/ 240 v 1 and 3 phase     
                                     • Consumption:      0,45 kvA
                     • Working height:  600-800 mm adjustable 
 

Phone: +44 (0)1480 216777
Fax:   +44 (0)1480 216779
homepage: www.cyklop.co.uk
e-mail: info@cyklop.co.uk

subject to changes.
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  type:   CT 107
  name:  carton erecting machine
  capacity:  (Wx h x l) 150-406 x 120-510 x 200-560 mm
  speed:  12 boxes/min.


